
52

INSTALLATION
M U R E T S

1. EXCAVATION

2. BASE

Creusez une tranchée de 300 mm (12 po.) de profondeur par 500 mm (20 po.) de largeur. La profondeur de la tranchée dépend de la grandeur des 
blocs qui seront utilisés.

Recouvrez le fond et l’arrière de la tranchée d’une membrane geotextile pour éviter que la terre nuise au drainage. La membrane devrait excèder  
minimalement la partie supérieure du talus de 300 mm (12po), ce qui lui permettra de se rabattre sur le système de drainage.

3.  INSTALLATION DES BLOCS

Il est important d’installer le premier rang de blocs à niveau sur la pleine longueur du mur. Le premier rang sera enfoui dans le sol et servira de base 
pour le mur à ériger.

Remplissez l’arrière du mur avec de la pierre net 20 mm (3/4po).

Placez ensuite le deuxième rang de blocs en chevauchant les joints du premier rang.

Continuez à placer les blocs et remplissez le vide à l’arrière à tous les 200 mm (8po) avec de la pierre net 20mm (3/4).
 

4.  FINITION

Si le système de mur de soutènement que vous avez choisi comporte des unités de couronnement, fixez-les au dernier rang de blocs à l’aide d’une 
colle à béton.

Vous pouvez ensuite procéder à la finition du terrain longeant le mur en vous assurant de ne pas contaminer la pierre net.

1.1

4.1

4.2

3.1

3.2

3.3

2.1

Préparez la base avec 150 mm (6po) de pierre 0-20 mm (0-3/4po) et compactez-la à l’aide d’une plaque vibrante.2.2

IMPORTANT :
Pour toute installation de muret excédant 3 pieds de haut, nous recommendons de 

consulter un architecte paysagiste ou un ingénieur ou se conformer aux normes NCMA.

Il est fortement recommandé d’utiliser un drain de 100 mm (4po) de diamètre que sera installé à même votre système de drainage.2.3

3.4

R I N O X . C A
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INSTALLATION
W A L L S

1. EXCAVATION

2. BASE

Dig a trench approximately 300 mm (12 in.) deep by 500 mm (20 in.) wide. The exact width will depend on the actual depth of the chosen retaining 
wall system.

Cover the bottom and sides of the trench with the proper geotextile fabric to avoid drainage problems. The geotextile fabric should exceed the 
height of the wall by approximately 300 mm (12 in.) so that it will fold onto the 20 mm (3/4 in.) clear stone behind the wall to be built.

3.  BLOCK INSTALLATION

Install the first row of blocks along the entire length. Ensure that it is solid and levelled. This row should be beneath the visible surface and will serve as 
a sturdy base for the the remained of the wall.

Fill the void behind the installed row of blocks with 20 mm (3/4 in.) clear stone and compact it lightly.

Subsequently install the second row of blocks so that a running bond pattern is achieved. This is done by installing different sized blocks on the Rio 
systems.

Continue installing the blocks, and filling the void behind the wall every 200 mm (8 in.) with 20 mm (3/4 in.) clear stone.
 

4.  FINISHING

If the retaining wall system you have chosen included capping units, place these on the last row of blocks and use concrete adhesive to glue them 
together.

You can proceed to repairing any grass on the ground along the wall you have built.

1.1

4.1

4.2

3.1

3.2

3.3

2.1

Prepare the base with 150mm (6 in.) of crushed stone 0-20mm (0-3/4 in.) and compact it with a vibrating plate. 2.2

It is strongly recommended to install a 100mm (4 in.) drainpipe within your foundation to be connected to your existing drainage system.2.3

3.4

R I N O X . C A

IMPORTANT :
For the installation of all retaining walls exceeding 3 feet in height, we recommend consulting 

an architect, landscaper, engineer or attending a session regarding NCMA regulations.  


